
Technical data (*)

PrimaCover Zipper-Door A

Dust door with A zipper

The dust door with the pre-mounted zipper. Fast and easy mounting at each access. Can be attached to the most 
various bases in a time-saving manner using double-sided adhesive tape (not included). Due to the extra strong film and 
the sewed-on zipper, the PrimaCover Zipper-Door A is Ideally suitable for highly-frequented areas and longer periods of 
use.

Technical data Length

A zipper extra strong

Film thickness 150 µm

Composition Zipper Polyester fabric, sewn onto film

Width

Film Extra-strong PE film

Zipper 32 mm

fast and easy installation

Good sliding behaviour

Properties Film

Zipper

Transparent

Black

Application can be applied on various surfaces

Attach to the desired substrate using double-sided adhesive tape (not supplied)

suitable for longer periods of use

Processing

suitable for highly frequented areas

We are unable to supervise the proper and therefore successful processing of the products. Therefore, we can only guarantee the quality of the products, but not of their processing. 
It is up to the user to check the suitability of our products for the intended purpose.

The details stated above are guideline values established in our laboratories and at external test institutes. They may deviate slightly due to variations in the testing equipment. 
Subject to change without notice.

* following the respective standard

250 cm
120 cm

Comments Test the suitability of the adhesive tape in advance
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