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COMPATIBILITY OF SPRAYING EQUIPMENT
CLEANING

Unit designation Sealing Hose Degreasing detergents | Oils, Solvents, Alcohol Acids, pH =5 Combustible Nitric acid
materials material cleaning agents oleaginous solvent containing Alkalis, pH <9 agents up to 10%
agents agents
000607.0000 | Fine sprayer CM 05 EPDM v X X X X v X v
000613.0000 | Fine sprayer CM 10 EPDM v X X X X v X v
000608.0000 | Fine sprayer EX 05 PE (cuff) v v X X X v X
000614.0000 | Fine sprayer EX 10 PE (cuff) v v X X X v X
000615.0000 | Pressure sprayer CM 12 EPDM v X X X X v X v
000616.0000 | Pressure sprayer PF 12 FKM v X v X X v X
000618.0000 | Pressure sprayer EX 100 FKM plus v X X v v v X
000620.0000 | Pressure sprayer CM 50 EPDM PVC with fabric v X X X X v X v
000622.0000 | Pressure sprayer PF 50 FKM PVC with fabric v X v X X v X
000625.0000 | Pressure sprayer CM 80 EPDM PVC with fabric v X X X X v X v
000650.0000 | Pressure sprayer Foamy Clean 100 FKM v X X X X v X
000655.0000 | Pressure sprayer FM 10 FKM v X X X X v X
000656.0000 | Pressure sprayer FM 10 Flex FKM v X X X X v X
000658.0000 | Pressure sprayer FM 30 FKM PUR spiral hose v X X X X v X
000660.0000 | Pressure sprayer FM 50 FKM PUR spiral hose v X X X X v X

+/ Agents suitable
€ Agents not suitable

* Do not use pure solvents. If solvent-containing media are used, grease sealing surfaces more frequently.

Clean equipment after use, do not store agent in the equipment.
Request the safety data sheet from the agent manufacturer and observe it.



