
 

 

 

 

 

 

 

 

 
 

 

 

 

 

 

       

 

Compact Twin brush

Cordless power scrubber

 

  

 

  
 

 
Model: SCR0030-

Brush (pole-mounted),battery powered

original Instruction manual
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Overview 
1.    Grip sleeve 

2.   Locking screw 

3.    Extra handle 

4.    Power supply unit 

5.    Batery slot 

6.   ON/OFF switch 

7.    Inner part of the brush 

8.   Outer part of the brush 

9.   Spindle lock button 

10.  Motor unit 
11.  Locking lever 

12. Water pipe connector 
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Dear customer 
Please familiarize yourself with the proper 

usage of the device by reading and 

following each chapter of this manual, in the 

order presented. Keep these operating 

instructions for further reference. 

Please read the enclosed “General safety 

instructions for power tools” and all 

additional safety instructions in this 

operating instructions! 

This manual contains important information 

on operating and handling the device. Keep   

these operating instructions for further 

reference. Please pass it on along with the 

unit if it is handed over to a third party. 

Battery and charger not included! 

The Maxxpack batteries and chargers are  

available online and in participating stores. 
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brush roller. Do not wear any loose cloth- ing 
(e. g. scarf) during work. 

 

 
•                         During operation small 

stones or other objects 
may be thrown away violently. Wear solid 
shoes and long trousers when operating the 
device. Wear safety goggles. 

•  Hold the device irmly with both hands 

during operation. 

•  Only use the device in daylight or good 

artiiciallight. Never use it when the 
visibility is bad. 

•  Do not use the device close to garden 

ponds, swimming pools or other bodies   of 
water. Do not expose the device to rain or 
excessively humidity. 

•  Please take care that the brush roller     

does not jam during operation. A long-  term 
jam can damage the device. If the rotating 
brush roller is blocked by an 
obstacle, immediately release the ON/  OFF 
trigger, disconnect the power cord and free 
the brush roller. 

•  Remove the battery pack from the tool 

before carrying out any adjustment, 
servicing or maintenance. 

•  Before using the device, check for dam- 

ages and do not use a damaged device. 
Should the device become damaged do not 
use it and have it repaired by a pro-   
fessional or contact our customer sup-  port 
department. Do not disassemble    the device 
or try repairing it yourself. 
2.1   ResiduaI risks 
Even if you are operating this product in 
accordance with all the safety requirements, 
potential risks of injury and damage remain.  
The following dangers can arise in connec-   
tion with the structure and design of this 
product: 

•  Health defects resulting from vibration 

emission if the product is being used    over 
long periods of time or not ade-    quately 
managed and properly 
maintained. 

•  Injuries and damage to property due to 

broken application tools or the sudden  
impact of hidden objects during use. 

•  Danger of injury and property damage 

caused by lying objects. 

General power tool safety warnings 

WARNING Read all safety warnings, 

instructions, illustrations and specifications 

provided with this power tool. Failure to follow 

all instructions listed below may result in electric 

shock, fire and/or serious injury. 

Save all warnings and instructions for future 

reference. 

The term "“ower tool"”in the warnings refers to 

your mains-operated (corded) power tool or 

battery-operated (cordless) power tool. 

1) Work area safety  

a) Keep work area clean and well lit. Cluttered 

or dark areas invite accidents. 

 b) Do not operate power tools in explosive 

atmospheres, such as in the presence of 

flammable liquids, gases or dust. Power tools 

create sparks which may ignite the dust or 

fumes. 

c) Keep children and bystanders away while 

operating a power tool. Distractions can cause 

you to lose control. 

2) Electrical safety  

a) Power tool plugs must match the outlet. 

Never modify the plug in any way. Do not use 

any adapter plugs with earthed (grounded) 

power tools. Unmodified plugs and matching 

outlets will reduce risk of electric shock. 

 b) Avoid body contact with earthed or 

grounded surfaces, such as pipes, radiators, 

ranges and refrigerators. There is an increased 

risk of electric shock if your body is earthed or 

grounded. 

c) Do not expose power tools to rain or wet 

conditions. Water entering a power tool will 

increase the risk of electric shock.  

d) Do not abuse the cord. Never use the cord 

for carrying, pulling or unplugging the power 

tool. Keep cord away from heat, oil, sharp edges 

or moving parts. Damaged or entangled cords 

increase the risk of electric shock. 

e) When operating a power tool outdoors, use 

an extension cord suitable for outdoor use. Use 

of a cord suitable for outdoor use reduces the 

risk of electric shock.  

f) If operating a power tool in a damp location is 

unavoidable, use a residual current device (RCD) 

protected supply. Use of an RCD reduces the 

risk of electric shock.  

3) Personal safety  

a) Stay alert, watch what you are doing and use 

common sense when operating a power tool. Do 

not use a power tool while you are tired or 

under the influence of drugs, alcohol or 

medication. A moment of inattention while 

operating power tools may result in serious 

personal injury.  
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b) Use personal protective equipment. Always 

wear eye protection. Protective equipment 

such as a dust mask, non-skid safety shoes, 

hard hat or hearing protection used for 

appropriate conditions will reduce personal 

injuries.  

c) Prevent unintentional starting. Ensure the 

switch is in the off-position before connecting 

to power source and/or battery pack, picking 

up or carrying the tool. Carrying power tools 

with your finger on the switch or energising 

power tools that have the switch on invites 

accidents.  

d) Remove any adjusting key or wrench 

before turning the power tool on. A wrench 

or a key left attached to a rotating part of the 

power tool may result in personal injury. 

e) Do not overreach. Keep proper footing 

and balance at all times. This enables better 

control of the power tool in unexpected 

situations.  

f) Dress properly. Do not wear loose clothing 

or jewellery. Keep your hair and clothing 

away from moving parts. Loose clothes, 

jewellery or long hair can be caught in moving 

parts.  

g) If devices are provided for the connection 

of dust extraction and collection facilities, 

ensure these are connected and properly 

used. Use of dust collection can reduce dust-

related hazards.  

h) Do not let familiarity gained from frequent 

use of tools allow you to become complacent 

and ignore tool safety principles. A careless 

action can cause severe injury within a 

fraction of a second. 

4) Power tool use and care  

a) Do not force the power tool. Use the 

correct power tool for your application. The 

correct power tool will do the job better and 

safer at the rate for which it was designed.  

b) Do not use the power tool if the switch 

does not turn it on and off. Any power tool 

that cannot be controlled with the switch is 

dangerous and must be repaired.  

c) Disconnect the plug from the power 

source and/or remove the battery pack, if 

detachable, from the power tool before 

making any adjustments, changing accessories, 

or storing power tools. Such preventive safety 

measures reduce the risk of starting the 

power tool accidentally.  

d) Store idle power tools out of the reach of 

children and do not allow persons unfamiliar 

with the power tool or these instructions to 

operate the power tool. Power tools are 

dangerous in the hands of untrained users. 

 

e) Maintain power tools and accessories. Check 

for misalignment or binding of moving parts, 

breakage of parts and any other condition that 

may affect the power tool’s operation. If 

damaged, have the power tool repaired before 

use. Many accidents are caused by poorly 

maintained power tools. 

f) Keep cutting tools sharp and clean. Properly 

maintained cutting tools with sharp cutting edges 

are less likely to bind and are easier to control.  

g) Use the power tool, accessories and tool bits 

etc. in accordance with these instructions, taking 

into account the working conditions and the 

work to be performed. Use of the power tool 

for operations different from those intended 

could result in a hazardous situation.  

h) Keep handles and grasping surfaces dry, clean 

and free from oil and grease. Slippery handles 

and grasping surfaces do not allow for safe 

handling and control of the tool in unexpected 

situations.  

5) Battery tool use and care 

a) Recharge only with the charger specified by 

the manufacturer. A charger that is suitable for 

one type of battery pack may create a risk of fire 

when used with another battery pack. 

b) Use power tools only with specifically 

designated battery packs. Use of any other 

battery packs may create a risk of injury and fire. 

c) When battery pack is not in use, keep it away 

from other metal objects, like paper clips, coins, 

keys, nails, screws or other small metal objects, 

that can make a connection from one terminal 

to another. Shorting the battery terminals 

together may cause burns or a fire. 

d) Under abusive conditions, liquid may be 

ejected from the battery; avoid contact. If 

contact accidentally occurs, flush with water. If 

liquid contacts eyes, additionally seek medical 

help. Liquid ejected from the battery may cause 

irritation or burns. 

e) Do not use a battery pack or tool that is 

damaged or modified. Damaged or modified 

batteries may exhibit unpredictable behaviour 

resulting in fire, explosion or risk of injury. 

f) Do not expose a battery pack or tool to fire 

or excessive temperature. Exposure to fire or 

temperature above 130 °C may cause explosion. 

g) Follow all charging instructions and do not 

charge the battery pack or tool outside the 

temperature range specified in the instructions. 

Charging improperly or at temperatures outside 

the specified range may damage the battery and 

increase the risk of fire. 
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6) Service 

a) Have your power tool serviced by a 

qualified repair person using only identical 

replacement parts. This will ensure that the 

safety of the power tool is maintained. 

b) Never service damaged battery packs. 

Service of battery packs should only be 

performed by the manufacturer or 

authorized service providers. 

 

 

 

The declared vibration total value(s) and the 

declared noise emission value(s) have been 

measured in accordance with a standard test 

method and may be used for comparing one 

tool with another;  

− that the declared vibration total value(s) 

and the declared noise emission value(s) 

may also be used in a preliminary 

assessment of exposure.  

 

Warning:  

− that the vibration and noise emissions 

during actual use of the power tool can 

differ from the declared values depending on 

the ways in which the tool is used especially 

what kind of workpiece is processed; and  

− of the need to identify safety measures to 

protect the operator that are based on an 

estimation of exposure in the actual 

conditions of use (taking account of all parts 

of the operating cycle such as the times 

when the tool is switched off and when it is 

running idle in addition to the trigger time).  

 

 

8



 

 

 
 
 

 
 

 

 
 

 
 

 
 

 
 

 

 
 

 
 

 
 

 

 
 

 

   
       

 

 

 

       

  

   
   

  

   

 

    

 

    

  

 

 

 

   
 

 

 

        

  

 

 

 

 

 

 

 

 

 

    

       

       

 
   

            

      

 

           

 

 

      
     

3.  Contents of packing

1×Twin  brush  -  Dual  Power  Scrubber  (motor

   unit and power supply unit)

1× extra handle  including attachment

   materials

1x soft, medium & hard  brush (outer&inner)

2×2.0Ah Battery
1× 2.4A Charger
1× user manual

4. Before the first use
•    Remove the device and all additional 

parts out of  the packaging.

•    Check all parts for damage in transit

and do not use a damaged  device.

•    Keep packaging materials out of reach 

of children. There is risk of suffocation!

4.1  Height adjustment

– Bring the pipe to the desired length by 

loosening the height adjustment (1).

Change the pipe length  and then tighten 

the height  adjustment again.

5. Intended use
This product is intended for cleaning 

surfaces indoors and outdoors in the
domestic sector. The product can be 

operated  dry  or  with  water.  It  is  not  intended 

for permanent commercial  use.

The intended use also  includes an operation

following the operating instructions.

Any use beyond these parameters (different 

media, applying force) or any changes 

(reconstruction, no original accessory) can 

lead to serious risks and is regarded as use 

that is contrary to the intended purpose.

Only use accessories recommended by 

supplier.

5.1  Attaching/changing  the brush

a. Block the shaft with  the  shaft lock 

button  (9)  and  screw  on  the  outer  part 

of the brush (8) in the clockwise 

direction  (see  Fig. C).

b.    Insert  the  inner  part  of  the  brush  (7)

and lock it in place  in the counter-

clockwise direction.

c. To  undo  the  inner  part  of  the  brush,

unlock it in the clockwise direction and 

take it off.  

 

 

 

    

 

     

  

 

 

 

           

  

     

    

 

 

     

 
  

  

          

 

    

  

 

   

          

 

 

 

 

 

 

 

    

 

   

 

  

 

 

 

 

 

     

    

d.   Block the shaft with the shaft lock button
     (9) and unscrew the outer part of the

     brush in the  counter-clockwise direction.

5.2  Adjusting  the  tilt angle of  the brush 

When using the device on the  ground /

floor, the head should not be locked.  The 

head can then move along with  the surface 

to be  cleaned.

Only lock the head when using  the device 

above shoulder height.

a. Lift  the  locking  lever  (16)  all  the  way 

(see  Fig. F).

b. Adjust the tilt angle to  your individual 

needs and fix it in place by pushing 

down the locking lever.

Do not  push the locking lever through 

with great force. If the locking lever

does not close properly, adjust the 

inclination of  the brush slightly.

5.3  Adjusting  the extra  handle

a.  Undo  the  locking  screw  (2).(see  Fig.E,F)

b. Adjust the  position of the extra handle

(  3)   to your needs and tighten  the

locking screw again.

5.4  Working with the device

a. Press  the  ON/OFF  switch  (6)  to  turn  the 

device on.

It is not necessary to hold the ON/OFF 

switch during use. Only exert minimal  
pressure (gentle feed motion) on the 

device when working. Gently and evenly 

push the device forwards.

b.   Press the ON/OFF switch again  to turn 

the device off.

6.   Maintenance, cleaning and 

storing
Keep the device and its accessories in good

and clean condition  to ensure easy and  safe

working.

Remove the battery pack from the tool 

before carrying out any adjustment,

servicing or maintenance.

If the bristles of the brush are deformed by 

transport or  incorrect  storage, immerse the 

brush  in  hot  (90  degrees  Celsius)  water  for 

30  seconds.  The bristles  of  the brush then 

return to the correct shape.
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6.1   Maintenance 

There are no inner parts of the tool which 

need maintenance. 

6.2  Cleaning 
•  Keep safety devices, ventilation 

openings and the motor housing as free 

as possible from dirt and dust. Rub the   

electric power tool with a clean cloth or  

blow over it with low pressure 
compressed air. 

•  We recommend that you clean your   

electric power tool immediately after 

each use. 

•  Clean the electric power tool regularly  

with a damp cloth and somewhat soft 

soap. Make sure that no water can get 

inside the electric power tool. 

6.3  Storing 

•  Clean the device before storing it. 

•  Before storing check all parts for 

damages. 

•  Store the device indoors in dry place 

that is protected from dust and dirt and 

extreme temperatures. 

7.   Technical data  
Battery voltage: 18 V Li-Ion 

No load speed    

(⌀100/180 mm): 200/400 min-1
 

Product weight without 

accessories: 2.2 kg 

Sound pressure level L
pA 

: 

Uncertainty K
pA 

: 

65.5 dB(A) 

3.0 dB(A) 

Sound power level L
WA 

: 

Uncertainty K
WA 

: 

79.7 dB(A) 

3.0 dB(A) 

Hand/arm vibration 

Front handle: 

Rear handle:    

Uncertainty K: 

0.45 m/s2 

0.4 m/s2 

1.5 m/s2
 

7.1   Vibration level 

The declared vibration total value and the  

declared noise emission values have been 

measured in accordance with a standard   

test method (EN 62841) and may be used  

for comparing one tool with another. The   

declared vibration total value may also be 

 

used in a preliminary assessment of 

exposure. 

Warning! 
The vibration and noise emission during 

actual use of the power tool can differ from 

the declared total value depending on the    

ways in which the tool is used, in particular, 

what kind of work piece is machined. 

It is necessary to identify safety measured   

to protect the operator that are based on an 

estimation of exposure in the actual 

conditions of use (taking account of all   

parts of the operating cycle such as the 

times when the tool is switched off and 

when it is running idle in addition to the  

trigger time). 

Try to minimize the impact of vibration and 

noise. Exemplary measures to reduce 

vibration exposure include wearing gloves 

while using the tool, limiting working time, 

and using accessories in good condition. 

8.  Accessories - optionally 

available 

Item                                              Item no: 
Brush hard (grey)                        7064253 

Thick strong hair for tough spots 
Perfect for (ceramic) indoor and 

outdoor tiles, outdoor wooden furniture, 

wooden decks, walls, garage doors, and 

many more 

Brush medium (blue)                     7064252 

Medium hairs for all round cleaning 

Perfect for boats, (ceramic) indoor and   

outdoor tiles, outdoor wooden furniture, 

wooden deck, walls, floors, and many     

more 

Brush soft (black)                          7064251 

Soft hairs for delicate surfaces 

Perfect for boats, caravan/camper, tiles, 

metal surfaces, mobile homes, and 
many more 

 

 

 

10



 

 

 
 
 

9.  Disposal 
Do not dispose of e lectr ic power 

tools with domest ic refuse. 

The electric power tool is shipped in 

packaging to reduce transport damage. 

This packaging is a raw material and as 

such can either be reused or can be fed 
back into the raw material cycle. The 

electric power tool and its accessories are 

made from various materials such as 
metals and plastics. Take defective 

components to a special refuse collection 

point. Ask about these at your specialist    

shop or local council. The product and the 

user manual may be subject to changes.    

Technical data may be changed without     

prior notice. 

9.1   Batteries 

Think of the environment when disposing of 

batteries. Contact your local authorities to    

find out where your nearest disposal area is. 

Do not dispose of batteries with domestic     

refuse. Do not dispose of by burning, risk of  

explosion. 
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10.Battery pack 
1. Before using battery pack ①，Please read the 

battery charger、Battery pack ① and all 

instructions and warning marks on the product 

using the battery pack。 

2. Do not open the battery pack。 

3. If the operation time becomes too short, stop 

the operation immediately. It can overheat, cause 

burns, and even explode。 

4. If the electrolyte gets in your eyes, rinse with 

water and seek medical attention immediately. It 

may cause your vision to decline。 

5. Do not short-circuit the battery pack。 

(1) Do not touch the terminal with any conductive 

material。 

(2) Avoid storing battery packs in containers 

containing other metal objects, such as nails, coins, 

etc。 

(3) Do not expose the battery pack ① to water or 

rain。 

A short circuit in the battery can lead to excessive 

current, overheating, potentially causing burns, and 

even malfunction。 

6. Do not store tools and battery packs ① in a 

place where the temperature may reach or exceed 

50°C (122°F)。 

 7. Do not burn the battery pack even if it is badly 

damaged or completely worn。 

Battery pack ① may explode in a fire。 

8. Be careful not to drop or strike the battery 

pack。 

9. Do not use damaged battery packs。 

Please keep this manual。 

Tips for maintaining battery pack ① Maximum life 

1. Charge the battery pack before it is fully 

discharged。 

When you notice a decrease in tool power, stop 

operating the tool and charge the battery pack。 

2. Do not re-charge a fully charged battery pack。 

Overcharging can shorten the battery pack's 

service life。 

3. Charge the battery pack  at room temperature 

of 10°C to 40°C (50°F to 104°F). Before 

charging, the hot battery pack must be cooled 

before charging。 

4. If you do not use this tool for a long time, 

remove the battery pack and keep the battery pack  

in sufficient state 

 

Batteries Li-ion, 18Vd.c, 

PLBP-018A-2P 10:4000mAh, 

BT0022-1820:2000mAh 

BT0032-1840:4000mAh 
Chargers PLCP-061A:Input:220-

240VAC,50/60Hz, 130W, 

Output:20VDC, 4.5A 

 

CH0012-240,NCH0012-240, 
BT-CLC005 :Input:100-

240VAC,50/60Hz, 70W, 

Output:21VDC, 2.4A  

 

CH0020-400,NCH0020-400, 

BT-CLC006 :Input:100-

240VAC,50/60Hz, 105W, 

Output:21VDC, 4.0A 
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